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L7 | N 87°40'38" E 1.35°
UTILITY NOTE

EXISTING UTILITIES, WHERE SHOWN HEREON, ARE APPROXIMATE. THE CONTRACTOR
SHALL BE RESPONSIBLE FOR PROPERLY LOCATING AND COORDINATING ANY ON-SITE
ACTIVITY WITH DIG-SAFE AND THE APPROPRIATE UTILITY COMPANY AND MAINTAINING
EXISTING UTILITY SYSTEM SERVICE. DIG—SAFE SHALL BE NOTIFIED PER THE
COMMONWEALTH OF MASSACHUSETTS STATUTE CHAPTER 82, SECTION 40, AT
1-888—344—7233. NO GUARANTEE IS IMPLIED OR INTENDED AS TO THE ACCURACY,
LOCATION OR THAT ALL UTILITIES AND/OR SUBSURFACE STRUCTURES ARE SHOWN. THE
CONTRACTOR SHALL VERIFY SIZE, LOCATION AND INVERTS OR UTILITIES AND STRUCTURES
AS REQUIRED PRIOR TO THE START OF CONSTRUCTION.
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LAYOUT AND MATERIAL NOTES:

1. ALL MATERIALS AND CONSTRUCTION METHODS SHALL CONFORM TO STANDARD
SPECIFICATIONS & DETAILS OF THE CITY OF WORCESTER AND "STANDARD
SPECIFICATIONS FOR HIGHWAYS AND BRIDGES OF THE COMMONWEALTH OF
MASSACHUSETTS DEPARTMENT OF TRANSPORTATION, LATEST EDITION, AND THESE

CONTRACT DOCUMENTS.

2. ALL UNDERGROUND STRUCTURES AND UTILITIES ARE TO BE CAPABLE OF

WITHSTANDING HS20 WHEEL LOADS.

3. UNLESS OTHERWISE INDICATED, CONCRETE SHALL HAVE A MINIMUM COMPRESSIVE

STRENGTH OF 4,000 PSI AT 28 DAYS.

4. ALL EXCAVATIONS SHALL BE THOROUGHLY SECURED ON A DAILY BASIS BY THE
CONTRACTOR AT THE COMPLETION OF CONSTRUCTION OPERATIONS.

5. CONTRACTOR TO ENSURE THAT ALL EXISTING ABUTTING BUILDINGS TO REMAIN ARE
TO HAVE MINIMAL IMPACT DURING CONSTRUCTION. VEHICULAR WAYS TO REMAIN
OPEN DURING NORMAL BUSINESS HOURS. ALL UTILITIES TO EXISTING ABUTTING

BUILDINGS ARE TO HAVE UNINTERRUPTED SERVICE.

6. CONTRACTOR TO CONSTRUCT ALL PEDESTRIAN WAYS IN ACCORDANCE WITH ADA

AND AAB (521 CMR) ACCESSIBILITY STANDARDS.

7. SITE IS NOT WITHIN ANY FEMA FLOOD PLAIN AS SHOWN ON FLOOD MAP

25027C0618E, EFFECTIVE 07/04/2011.

PARKING NOTE:

1. PROVIDED PARKING IS ENTIRELY INTERNAL TO THE BUILDING. SEE ARCHITECTURAL

PLANS FOR ADDITIONAL DETAILS.

CURB ABBREVIATIONS:

VGC VERTICAL GRANITE CURB

TC TRANSITION CURB
FC FLUSH CURB
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EROSION AND SEDIMENT CONTROL NOTES

1. SILT FENCE WITH HAY BALES TO BE INSTALLED AT PERIMETER OF AREA TO BE
DISTURBED BY CONSTRUCTION.

2. ALL TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES SHALL BE REMOVED
AFTER FINAL SITE STABILIZATION. DISTURBED SOIL AREAS RESULTING FROM THE
REMOVAL OF TEMPORARY MEASURES SHALL BE PERMANENTLY STABILIZED WITHIN
30 DAYS OF REMOVAL.

3. DUST SHALL BE CONTROLLED AT THE SITE IN ACCORDANCE WITH APPLICABLE LAWS
AND REGULATIONS. ACCEPTABLE METHODS OF DUST CONTROL INCLUDE SPRAYED
WATER, CALCIUM CHLORIDE, AND WEIGHTED TARPS OR COVERINGS.

4. ALL PREVIOUSLY DISTURBED LAND SHALL BE STABILIZED BY APPROVED METHODS
AFTER 14 DAYS IF LEFT UNDISTURBED, THIS INCLUDES STOCKPILES, CONSTRUCTION
ENTRANCES, GRADED AREAS AND OTHER CONSTRUCTION ACTIVITY RELATED
CLEARING.

5. IF WORK IS HALTED OVER WINTER MONTHS THE CONTRACTOR SHALL BE
RESPONSIBLE FOR STABILIZING THE AREA THROUGH GROUND COVER PRACTICES.
6. APPROPRIATE EROSION AND SEDIMENT CONTROL MEASURES SHALL BE
INSTALLED PRIOR TO SOIL DISTURBANCE. MEASURES SHALL BE TAKEN TO
CONTROL EROSION WITHIN THE PROJECT AREA. SEDIMENT IN RUNOFF WATER SHALL
BE TRAPPED AND RETAINED WITHIN THE PROJECT AREA.

7. MINIMIZE TOTAL AREA OF DISTURBANCE AND PROTECT NATURAL FEATURES AND
SOIL.

8. THE CONTRACTOR SHALL SEQUENCE ALL ACTIVITIES TO MINIMIZE
SIMULTANEOUS AREAS OF DISTURBANCE.

9. MINIMIZE SOIL EROSION AND CONTROL SEDIMENTATION DURING CONSTRUCTION.
10. DIVERT STORMWATER RUNOFF AROUND DISTURBED AREAS.

11. INSTALL AND MAINTAIN ALL EROSION AND SEDIMENT CONTROL MEASURES IN
ACCORDANCE WITH THE MANUFACTURER'S SPECIFICATIONS AND GOOD
ENGINEERING PRACTICES.

12. PROTECT AND MANAGE ON AND OFF-SITE MATERIAL STORAGE AREAS.

13. COMPLY WITH APPLICABLE FEDERAL, STATE AND LOCAL LAWS AND
REGULATIONS INCLUDING WASTE DISPOSAL, SANITARY OR SEWER REGULATIONS, AND
AIR QUALITY REQUIREMENTS, INCLUDING DUST CONTROL.

14. SEDIMENT SHALL BE REMOVED ONCE THE VOLUME REACHES HALF THE HEIGHT OF
THE EROSION CONTROL DEVICE. SEDIMENT SHALL BE REMOVED BELOW PRIOR
TO REACHING THE LOAD—BEARING CAPACITY OF THE SILT FENCE WHICH MAY BE
LOWER THAN HALF THE HEIGHT.

15. SOIL STOCKPILES MUST BE STABILIZED OR COVERED AT THE END OF EACH
WORKDAY. STOCKPILE SIDE SLOPES SHALL NOT BE GREATER THAN 2H:IV. ALL
STOCKPILES SHALL BE SURROUNDED BY SEDIMENT CONTROLS.

16. A TRACKING PAD OR OTHER APPROVED STABILIZATION METHOD SHALL BE
CONSTRUCTED AT ALL CONSTRUCTION ENTRANCE POINTS OF THE SITE TO
REDUCE THE AMOUNT OF SOIL CARRIED ONTO ROADWAYS AND OFF THE SITE.

17. CONTRACTOR TO PERFORM ALL WORK NECESSARY TO PREVENT EROSION AND
SEDIMENT LADEN RUNOFF FROM LEAVING THE SITE.

18. SITE CONTRACTOR SHALL REPLACE ALL EROSION AND SEDIMENTATION
CONTROLS AT REGULAR INTERVALS THROUGHOUT CONSTRUCTION AND AT THE
DIRECTION OF THE ENGINEER.

GRADING AND DRAINAGE NOTES:

1. LOCATIONS OF UTILITIES AS SHOWN ON THIS PLAN ARE APPROXIMATE ONLY. THE
CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING AND PROTECTING ALL
EXISTING UTILITIES AND REPAIRING ANY DAMAGE DONE DURING CONSTRUCTION.
THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL ON-SITE COORDINATION WITH
UTILITY COMPANIES AND PUBLIC AGENCIES AND FOR OBTAINING ALL REQUIRED
PERMITS AND PAYING ALL REQUIRED FEES. IN ACCORDANCE WITH M.G.L., CHAPTER
82, SECTION 40, INCLUDING AMENDMENTS; CONTRACTORS SHALL NOTIFY ALL
UTILITY COMPANIES AND GOVERNMENT AGENCIES IN WRITING PRIOR TO SUCH
EXCAVATION. CONTRACTOR SHALL ALSO CALL "DIG SAFE" AT 1(888)344—7233 NO
LESS THAN 72 HOURS (EXCLUSIVE OF SATURDAYS, SUNDAYS AND HOLIDAYS TO
SUCH EXCAVATION. DOCUMENTATION OF REQUESTS SHALL BE PROVIDED TO
PROJECT REPRESENTATIVE PRIOR TO EXCAVATION WORK.

2. ALL UNDERGROUND STRUCTURES AND UTILITIES ARE TO BE CAPABLE OF

WITHSTANDING HS20 WHEEL LOADS.

3. RIM ELEVATIONS OF PROPOSED MANHOLES AND ASSOCIATED STRUCTURES ARE

APPROXIMATE. FINAL ELEVATIONS ARE TO BE SET FLUSH AND CONSISTENT WITH
THE PROPOSED FINISHED GRADES.

4. THE CONTRACTOR SHALL FIELD VERIFY THE LOCATION, SIZE, INVERTS AND TYPES

OF EXISTING PIPES AT ALL PROPOSED POINTS OF CONNECTION PRIOR TO
ORDERING MATERIALS. WHERE AN EXISTING UTILITY IS FOUND TO CONFLICT WITH
THE PROPOSED WORK, THE LOCATION, ELEVATIONS AND SIZE OF THE UTILITY
SHALL BE ACCURATELY DETERMINED WITHOUT DELAY BY THE CONTRACTOR, AND
THE INFORMATION FURNISHED IN WRITING TO THE OWNER’S REPRESENTATIVE FOR
THE RESOLUTION OF THE CONFLICT.
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UTILITY NOTES:

1.

LOCATIONS OF UTILITIES AS SHOWN ON THIS PLAN ARE APPROXIMATE ONLY.
THE CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING AND PROTECTING
ALL EXISTING UTILITIES AND REPAIRING ANY DAMAGE DONE DURING
CONSTRUCTION. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL ON-SITE
COORDINATION WITH UTILITY COMPANIES AND PUBLIC AGENCIES AND FOR
OBTAINING ALL REQUIRED PERMITS AND PAYING ALL REQUIRED FEES. IN
ACCORDANCE WITH M.G.L., CHAPTER 82, SECTION 40, INCLUDING
AMENDMENTS; CONTRACTORS SHALL NOTIFY ALL UTILITY COMPANIES AND
GOVERNMENT AGENCIES IN WRITING PRIOR TO SUCH EXCAVATION.
CONTRACTOR SHALL ALSO CALL "DIG SAFE” AT 1(888)344—7233 NO LESS
THAN 72 HOURS (EXCLUSIVE OF SATURDAYS, SUNDAYS AND HOLIDAYS TO
SUCH EXCAVATION. DOCUMENTATION OF REQUESTS SHALL BE PROVIDED TO
PROJECT REPRESENTATIVE PRIOR TO EXCAVATION WORK.

ALL UNDERGROUND STRUCTURES AND UTILITIES ARE TO BE CAPABLE OF
WITHSTANDING HS20 WHEEL LOADS.

RIM ELEVATIONS OF PROPOSED MANHOLES AND ASSOCIATED STRUCTURES
ARE APPROXIMATE. FINAL ELEVATIONS ARE TO BE SET FLUSH AND
CONSISTENT WITH THE PROPOSED FINISHED GRADES.

THE CONTRACTOR SHALL FIELD VERIFY THE LOCATION, SIZE, INVERTS AND
TYPES OF EXISTING PIPES AT ALL PROPOSED POINTS OF CONNECTION PRIOR
TO ORDERING MATERIALS. WHERE AN EXISTING UTILITY IS FOUND TO
CONFLICT WITH THE PROPOSED WORK, THE LOCATION, ELEVATIONS AND SIZE
OF THE UTILITY SHALL BE ACCURATELY DETERMINED WITHOUT DELAY BY THE
CONTRACTOR, AND THE INFORMATION FURNISHED IN WRITING TO THE

OWNER’S REPRESENTATIVE FOR THE RESOLUTION OF THE CONFLICT.

SCALE: 1" = 20

— e —
0 10 20 40  rFeer
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_ ASSHOWN __|
ON PLANS CONC. DRIVEWAY) CROSS COUNTRY —={<—— PAVED
A VARIES (4' MIN.) —d . |~ GRANITE CURB CORNER
— ( ) 3 ) . FINAL GRADING
* (TYPE A, 2' RAD.) m\ PAVEMENT AS REQUIRED
4' MIN. 1.5% (£0.5%) 1" LIP - SIS IR NN
VARIES Z[ SRouND /V’V%V COMPACTED GRAVEL
(7' MIN) . S / \ "?QL-L N = SLJRFACE 3 AS REQUIRED TRENCH WlDTH, Ws OR Wu
3 y EQ'\ / l— g 6" MIN LOAM AND SEED | CONDUIT TO BE LOCATED
D Wu Ws PRIOR TO PLACEMENT OF
' 4 ROADWAY S| COMMON FILL MATERIAL DIAMETER OF PIPE UNSHEETED SHEETED INISH TO CONCRETE
L J (SEE SPECIFICATIONS FOR 3 | = B BE BRUSHED
SIDEWALK A CEM. CONC. SURFACE &| COMPACTION REQUIREMENTS)— N 32° AND SMALLER T s 2" MIN.
— X — — ” ” ”
GRANITE CURB WARP SMOOTH o ¥ TRENCH WIDTH //>§ - — — 2" 8 /_S/lég M#E1$0H CLEAR? | o
W P Wu OR Ws % 15 3-2 4-4 (TYP.) (TYP.) —
SECTION A-A 3 ~ S SHEETING, IF USED, SHALL BE LEFT - — — dER P 3 AP ACPEE B R A
GRAVEL BASE © ~—Wu/2 ——1=—Ws/2 ——/|N PLACE, BELOW 12" ABOVE PIPE 18 3-6 4-8 N P N REEE
— GRANITE CURB CORNER Z » CROWN, EXCEPT WHERE OTHERWISE o 10" 5o = L 4 "CONC. SLAB — 4000 PSI CONC. . , 4 y o, o|°
- S T~ INDICATED OR DIRECTED i SR DR RN SR SR SN I R AP FINISH GRADE
(TYPE A, 2' RAD.) ; ~ e " T e A N e e T T T R
PLAN VIEW < | COLOR—CODED WARNING TAPE PLACED IR N e SROW BASE (M 1.03.0 Q) it = =0 =i v o DRSNSV
, " . 277770 10" GRAVEL BORROW BASE (M 1.03.0 C) i 7. " 17 KL
— 0 \FULI- LENGTH OF TRENCH 27 4-6" 5'—8" (T$P) S s e T TR T T T e e e \//\
” ’ ” ° \ Z ‘ ‘ \\ x-x \ x'x‘ TAN : 3 \ ‘ A \/
A "\UNE OF NARROW TRENCH LIMIT 30 4-10 60" SOOI 7% COMPACT SUBGRADE Y X X W N N I I I I
/ " g _g” (2) #5 REBAR (TYP.)
-~ b FOR PVC PIPE 3/4” CRUSHED STONE SHALL BE 36 5-6 6-8
: : . PLACED AGAINST UNDISTURBED SIDES AND 42" 6'—2" 7'—4"
—
§ § 6" MINIMUM IN  LEDGE BOTTOM OF TRENCH TO 6" ABOVE THE CROWN - — —
\ X NPT 48 6'=10 8'-0
N \ PAYMENT LIMITS FOR NN ORMAL EXCAVATION
o ROCK EXCAVATION | PP TRENCH WIDTH DATA
Qé“ FOR RC/HDPE/DI PIPE, 3/4° SRAVEL NOTE: SHOWN FOR REFERENCE ONLY. ACTUAL TRANSFORMER PAD SHALL
< EXCAVATION———=—— EXCAVATION AGAINST UNDISTURBED SIDES & BE IN STRICT ACCORDANCE WITH ELECTRIC COMPANY REQUIREMENTS.
= 1" LIP IN' LEDGE IN EARTH BOTTOM OF TRENCH TO MID—DIAMETER
OF PIPE
/I /
| / y
L /
A
SCALE: NONE SCALE: NONE SCALE: NONE
e
= N
=1,
S=
% g "LEVEL LANDING"
Sie) 1.5%*
A=l SIDEWALK SLOPE FOR
S DRAIN
N0 I AR 224 = AGE
1-1/2" x 1-1/2" x 1/4” Nt e e s 200 *
GALV. SEAT ANGLE WITH R S PR Y A ) :
2" STUDS EMBEDDED IN CONC. %) & INSIDE FACE OF - NEOPRENE BOOT o K
CAST IRON TRAP BY . MANHOLE . 2 STAINLESS STEEL CLAMP )
NEENAH R3701 OR < - m
APPROVED EQUAL e FORMED OPENING - >
” ) ” ” D 27 IV DA
NEENAH TYPE A GRATE A0, 4 R T T H 3
A gg\gggc_g&oo No. 11/2" MIN. MIN.| 1 1/2” -2 Do I - L DETECTABLE
- r r L - m WARNING PANEL
(;,_ DO /T OO OO OO OO MO 7 i : : ::: & PIPE :-:l m (SEE E 107.6.5)
' — —al . il o v ” 1o 1 r 7.5%
Ll ) ) 2 - A 3/4” CRUSHED STONE NON—SHRINK b I >0 — —
FLOW CRE . OR GRAVEL (M 1.03.0.C) L 1
S=0.005% MIN. , . N WATERPROOF A’ H = T 6" CURB REVEAL 7P
- e a. x P et R GROUT (TYP.) - > HIGH SIDE TRANSTTION 66" - .
1 = o L7y | —2-0" MIN. CHRL I ANODIZED \ —_ LOW 5] GE OF ROADWAY
| (sump e /SE/ w; © oR ALUMINUM OR _/ S EXPOSED METAL TO BE ',\2 " A PF TRANSITION
4" MIN. S | ONLY STEEL KORBAND e PROTECTED FROM ROADWAY DOWN
WLAXW.4 (TYP.) B S ) FORCE MAIN — CORROSION WITH A -h= - GRADE PLAIN CEMENT CONCRETE
e e BITUMINOUS COAT ——
4000 PS| CONCRETE \ L L (7)) Jg’
. 12" COMPACTED NOTES: el U, = | —
8§-0 GRAVEL 1. 3000 PSI CONCRETE IS TO BE USED TO ENCASE ALL SANITARY SEWERS AND < 4 m U | LIMITS OF CEMENT CONCRETE RAMP
SERVICE CONNECTIONS WHICH ARE WITHIN 18 INCHES OF A WATERLINE. w
SECTION A-A ENCASEMENT SHALL BE A MINIMUM OF 6 INCHES AROUND THE SANITARY SEWER NOTES: E
AND EXTEND A MINIMUM OF 10 FEET BEYOND THE WATER PIPE. 1. THE LENGTH OF THE FIRST PIPE > LEGEND W = SIDEWALK WIDTH
SECTION SHALL NOT EXCEED 5'. ~ -—
; HSL = HIGH SIDE TRANSITION LENGTH  40"MIN. . | _ W1=RAMP LENGTH __
(SEE E 107.9.0) - - ’ - - /— ‘?ViI;ECTgBLE
- NING PANEL
2 =] w = SIDEWALK WIDTH co=4® 1.5%% (SEE E 107.6.5)
:% o = W = CURB WIDTH = \ — 7\5%:;
|'|'| g g g W1 = PERPENDICULAR RAMP LENGTH SIDEWALK ROADWAY
— _
FLEX| BLE P| PE TO M AN H OLE o § % g| G = CEMENT CONCRETE 8" /m
=~ @ 20 % * = TOLERANCE FOR CONSTRUCTION £0.5%
CAST IN PLACE CONCRETE TRENCH DRAIN TYPICAL UTILITY CROSSING CONNECTION (NEOPRENE BOOT) GO | 13| USABLE SIDEWALK WIDTH PER AAB = W-Wo
SCALE: NONE SCALE: NONE SCALE: NONE ; ; o J | RAMP LENGTH, W1 = W-4'-0" Min SECTION A-A
o 1"x1"x48” OAK STAKE
CONCRETE SLAB 4-0 NOTES: AT 8'=0" MAX. O.C.
|I_§|l§lIISST_|LI-Z—BROOM o 1. WALK TO 6" THICK IF MIRAFI #100 SEDIMENT
—_— — A " SUBJECT TO VEHICULAR LOAD. CONTROL FABRIC
I GRAD*E\' = FMIN‘ 2. PROVIDE EXPANSION JOINTS
A S D > ) 2
AR X} X AT MIN. 20 FT O.C. WITH PRE- HAYBALES TO BE STAKED T
6"x 6"-10/10 KT T T T T \\\4 MOULDED JOINT FILLER. EXISTING PAVEMENT WITH TWO (2) 17x1"x36
WELDED WIRE \/ . ” Tatet et TE L e T T // /_ OAK STAKES
MESH N i i 8 COMPACTED GRAVEL 7% " KX 3 PROVIDE CONTROL JOINTS AT
X2 : N .
§\<\ Do e BORROW BASE (M 1'03’0 C) \X// 5. 0O.C. SN SANAN 2
R AT ee SR et RO 4. PROVIDE BROOM FINISH IN Y, R = N
¢ X K . " < ==
/\\/x\//\,\//\,\//ggﬁf/ép/l\g9/>/§g/925§9/§\//>\//§//§//\\’ DIRECTION PERPENDICULAR TO #4 @ 12" 0.C. EW. TOP & BOTTOM (TYP.) \<{/§<{/ \///i\;//\ % ==
CURB. 2 N ==
LA NISHED TO BE BRUSHED 2" MIN. COVER \ ’\v%
CONCRETE WALK 5. CONCRETE SHALL BE 4,000 r FILTER BASKETS SHALL BE CONSTRUCTION === EXISTING
PSI-TYPE II. CER / B 12 v 7’ — "SILT SACK”, BY ACF ENVIROMENTAL SIDE _— == == - GROUND
" [ 2 : - — 800—644—9223); RTRTRRZRL 7~ XX RIRRY Y | R GIRGK.
1/2 PREFORMED *6 CONSTRUCTION A . . v e ] ,(, » /,> \//\ S\V2NVONVINVEN VAN
: SN o @ b b N DANDY SACK”, BY DANDY PRODUCTS S\
JOINT FILLER TOLERANCE = 0.5%. s . D ol . =T (800—-591-2284); z X L’ 6”x6" EARTH
| ) N S N . "DRAIN PAC” (800—272—2832) OR = IS BACKFIL
g ' i b S . 4 APPROVED EQUIVALENT 5 K K
e T e EXPANSION JOINT NOTES: N R S e 2 AR
e a ] * X -4 1. EJ AT ALL INTERSECTIONS "+ 12" COMPACTED GRAVEL BORROW BASE (M1.03.0 C).. - " .7 .. 2° MIN. COVER /|/ MR
, S PRI WALKS—EVENLY SPACE CJ BETWEEN EJ. T L e e e (4000 PSI CONCRETE) IS
R R R AR T A A R s 7 T T TR e AR AT AR T TR R TR (FOR USE WITH EXISTING CATCH BASINS) T YA
\_END W.W.M. 2” CLEAR 2. EJ ALONG ALL RETAINING WALLS, \/X\\/X\\/X\\/X\\/%»X\\/X\\/X\\/>99MBAQEP/ X /B/QB ,P!':,\\/x\\/x\\/x\\/x\\/x\\/%\/x\\/) LUNDlSTURBED EARTH
OF EXPANSION JOINT STRUCTURES, HANDICAP RAMPS, LIGHT NOTES:

BASES, BENCHES ETC.. USE REMOVABLE
EXPANSION JOINT — SECTION A—A PVC SPACER & SILICONE JOINT FILLER.
3. ALONG GRANITE CURB PROVIDE

CONTROL/EXPANSION JOINT SPACING POLYETHYLENE BOND BREAKER & TOOL

NOTE:

FILTER BASKETS TO BE PLACED IN ALL CATCH BASINS IN THE

1. BALES SHALL BE PLACED IN A ROW WITH THE ENDS TIGHTLY ABUTTING THE
ADJACENT BALES.

2. BALES SHALL BE SECURELY ANCHORED IN PLACE BY TWO (2) 1"X1"X36" OAK

WIDTH cJ £l EDGE JOINT. VICINITY OF NEW CONSTRUCTION. CATCH BASINS ARE TO BE STAKES DRIVEN THROUGH THE BALES. THE FIRST STAKE IN EACH BALE SHALL
NOTE: PROTECTED AS SHOWN, WITH MINIMUM WEEKLY MAINTENANCE, OR BE ANGLED TOWARD PREVIOUSLY LAID BALE TO FORCE BALES TOGETHER.
Y 5 25 PROVIDE EXPANSION JOINTS AT 20° AS REQUIRED AND REPLACED IF NECESSARY.
5 5 25 ON CENTER (MAX.) AND AGAINST 3. INSPECTION SHALL BE FREQUENT AND REPAIR OR REPLACEMENT SHALL BE
6’ 6’ 24’ CJ= CONTROL JOINT ABUTTING STRUCTURE(S) MADE PROMPTLY AS NEEDED.
7 S | 28 [ Ed= EXPANSION JOINT 4. BALES SHALL BE REMOVED AND REPLACED WHEN THEY BECOME FILLED WITH
8 4x4 | 24 SEDIMENT AND BLOCK OR IMPEDE STORM FLOW OR DRAINAGE.
9’ |4.5x4.5| 27
0 T 56 | 30 5. BALES SHALL BE REMOVED WHEN THE EMBANKMENTS STABILIZE.
6. BALES TO BE TWINE BOUND.
SCALE: NONE SCALE: NONE SCALE: NONE SCALE: NONE
HOT MIX ASPHALT oE A D
TYPE VA-4
WEARING COURSE FINISH GRADE 8 (SINGLE) OR 16" (DOUBLE) 6' TALL METAL LOUVRE SCREEN
R ARG R LRy ’
HOT MIX ASPHALT '/\\/\\//\\\///\\/5K//\'\//\'\//\'\//\'\//\'\//\> ¢ BOLLARD € BOLLARD A (SEE LANDSCAPE PLANS) —D/4 (6" MIN)
BINDER COURSE—\ NEEREIN 18" 6'—0" MAX. 18" D/4 (6" MIN) | T
i e | RS
< COMPACTED GRAVEL "~ "]« - 05 . ’ ) (5 8 ¢ 4000psi CONCRETE
BORROW BASE(MWSO C) C; %«E :. -» \=BOLLARD (TYP.). 6" LAYER OF | (TYP.) | | 12-0" i
' '(/\/\\//A//A///\///\///\///\///\//A//<\/(/\<// ?'l % q:ﬂ 4 » : 4 ,"‘.A q 'j "q ‘:4“ s '4'“ 15;84% —2" CRUSHED A .
I — % T LR . \_
L e BT R e s 6" TALL METAL oD (P | ! I - 1
7 I a4, LT = e b LOUVRE SCREEN
3000 PSCONGRETE— ™4 Slwl BT e L E (SEE LANDSCAPE CONCRETE PAD
o % e Ja . 4.0 ‘ NS PLANS—TYP.) + CLiAk (SEE DETAIL)
5 SR = S f‘%%—z’—o" TYP. i i i | | 1% MIN SLOPE_ | | T
10 R ol s (TYP.) . )
SCALE: NONE 4 S AR TT S o NG D/4 (4" MIN.)
% T P % N . 12" COMPACTED GRAVEL
@gé{y R I B \\\ JF P4t BORROW BASE (M 1.03.0 €)oo il .,
A || I R O D Y O OO Y
i \2&/ EYPANSION JOINT /\\i/ al | §§A\A\A\A\A\COMPACED SUBCRADE AL ALK
’ ’ l <
| 50’ LONG x 15’ WIDE (MIN.) STONE PAD | - GATE XL N NOTE:
‘ YA \\\/ B /§ CONTRACTOR SHALL USE FORMWORK AND/OR
MAINTAIN 8" (MIN) 2" COARSE CONC APRON | \\//\//\//\y/\ SIDES OF THE TRENCH TO ENSURE MINIMUM SIDE
2 ' AND TOP DEPTHS OF CONCRETE ARE OBTAINED.
DEPTH AGGREGATE A NS
: R ) 29! PLAN SECTION A—A
=4 QO P PO >
4 X ANAN AN ANANANA £
\/\\/\$\/\\/\\\/\\/\ COMPACTED SUBGRADE \;Ki;\\/\\\/\\\/\\ \\\ \\\/\\\/\ NOTE:
GEOTEXTILE FABRIC SINGLE= 8 WIDE PAD FACE OF CURB TO FACE OF CURB

TEMPORARY CONSTRUCTION ENTRANCE

SCALE: NONE

DUMPSTI

DOUBLE= 16’ WIDE PAD FACE OF CURB TO FACE OF CURB
SEE LAYOUT AND MATERIALS PLAN

FR PAD

SCALE: NONE

CONCRETE ENCASEMENT FOR PIPING

SCALE: NONE
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PROPERTY LINE o — CAST IN PLACE CONCRETE SIDEWALK
r | | ] | | ] . | I | | | | i | | ] ] . | ] ] | _— |} e e % _— o~ - — —— 4;_\
| PROPERTY LINE
S el W S W
1o 1 PA
I Q =0
| |
- #' PERMEABLE CRUSHED STONE BETWEEN BUILDING 3" PERMEABLE CRUSHED STONE BETWEEN BUILDING
AND ADJACENT CONTAINER PARK PADS AND ADJACENT CONTAINER PARK PADS -
I PERMEABLE UNIT PAVEMENT AT SERVICE L)
I ENTRANCE S
) PRESERVE AND PROTECT EXISTING
LIGHT POLE TO REMAIN : )
I © The Architectural Team, Inc.
\ )
I TRASH/UTILITY ENCLOSURE, 6' TALL METAL LOUVRE SCREEN / LEH—Z 50 Commandant's Wa y at
O——0r I PRESERVE AND PROTECT EXISTING LIGHT END OF VERTICAL GRANITE CURB, FLUSH Z Admiral’s Hill
POLE TO REMAIN WITH CONCRETE WALK = mirar s |
I L
L TRANSFORMER LOCATION, SEE CIVIL DRAWINGS @:z“ Chelsea MA 02150
= & 0 617.889.4402
z ] F 617.884.4329
L 3n
3" CRUSHED STONE AT UTILITY ENCLOSURE .
Sy ? SR architecturalteam.com
ra) |
|
! v/ 1 P
] g |
CAST IN PLACE CONCRETE TRASH/RECYCLING LOCATION - |
- ' Consultant:
-
PA .
| S
|
) 18" RAISED GRANITE PLANTER ON DINING
I — SIDE OF PLANTER .
I | GRANITE EGRESS STAIRS WITH STAINLESS STEEL HANDRAILS > PA i
| B S
P 12" HT. CONTINUOUS HEIGHT GRANITE PLANTER ———— Revision:
CURB ON DINING SIDE, HEIGHT VARIES ALONG PUBLIC a ain
i CITY OF WORCESTER STANDARD CAST IN PLACE WALKWAY ]
I CONCRETE SIDEWALK,
I 3 X 3 SCORING WHERE POSSIBLE 0O g v
- 1 CITY OF WORCESTER STANDARD CAST IN 055
NEL PLACE CONCRETE SIDEWALK -
I~
" 1 U U
[a'
: I 0 D0 —
Q
S u PROPOSED BUILDING g oo
1 SERVICE GARAGE ACCESS; CURB CUT WITH
i VEHICULAR RATED CONCRETE PAVEMENT, SEE CIVIL ] —
I DRAWINGS PERMEABLE UNIT PAVEMENT AT OUTDOOR DINING PA w : ]
I TERRACE, 2 PAVER COLOR BLEND : = Architect of Record:
%)
| =
/‘ AR — 2
l CITY OF WORCESTER STANDARD CAST IN PLACE | g
I CONCRETE SIDEWALK, o >
I 3 X 3 SCORING WHERE POSSIBLE UL o wiitt
o= PRESERVE AND PROTECT EXISTING LIGHT (i :
1 POLE TO REMAIN :
| Rl ”’:%)5\0..?(2" 406?%@ \\‘\
’ N \‘\
’ “ ] SERVICE GARAGE ACCESS; CURB CUT WITH alm "'u,’ff’ff?ﬁu W
1 VEHICULAR RATED CONCRETE PAVEMENT, SEE CIVIL I ]
| B DRAWINGS
Zan T Uy SR
=
= 00N
>
= |
L 0] Drawn:
O e
O o
(a RPN
PERMEABLE UNIT PAVEMENT AT OUTDOOR DINING )
| TERRACE, 2 PAVER COLOR BLEND PA Checked:
7
tlr 4 X 6 METAL TREE GRATE 18" HT. ALUMINUM PLANTER | )
Ol CITY STANDARD BIKE RACK, TYP. | Scale: AS NOTED
— 4 X 6 METAL TREE GRATE |
X CITY OF WORCESTER STANDARD CAST IN PLACE — Key Plan:
CONCRETE SIDEWALK, CITY STANDARD STAMPED CONCRETE ACCENT BAND 12" HT. GRANITE PLANTER CURB e =
| 3'X 3 SCORING WHERE POSSIBLE CITY OF WORCESTER STANDARD CAST IN PLACE 2]
EXISTING SIGN TO REMAIN, TYP. RESIDENT CONCRETE WALKWAY, 3 X 3 SCORING WHERE POSSIBLE WOOD AND STEEL BENCH N =
L
! EXISTING DECORATIVE BOLLARD TO REMAIN LOBBY/ENTRANCE UNIT PAVEMENT AT MAIN ENTRANCE T S
sy PRESERVE AND PROTECT EXISTING 18" HT. ALUMINUM PLANTER B a
. 1 LIGHT POLE TO REMAIN MAIN RESTAURANT
/ I — PRESERVE AND PROTECT EXISTING FIRE RETAIL ENTRANCE METAL BENCH, TYP. ENTRANCE
L l HYDRANT TO REMAIN, SEE CIVIL DRAWINGS 4 X 6 METAL TREE GRATE, TYP. B GRANITE CURB, SEE CIVIL DRAWINGS, TYP.
| B B pas  pan  mmm  _ mes oy m —— *- - !- bl_l - e e o S — R
PROPERTY LINE R SROPERTY LINE | N
| 2 CITY OF WORCESTER STANDARD CAST IN
=0 PLACE CONCRETE SIDEWALK
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& | 1 L METAL BENCH
TS L EXISTING PARKING SIGNAGE
AN © | | 4 X 6 METAL TREE GRATE, TYP. °TING  SIGNAS CITY STANDARD STAMPED
PRESERVEAND PROTECT EXISTING L CITY STANDARD BIKE RACK CONCRETE ACCENT STRIP Project Name:
o éIIE)EAC'TSIEEDSIiL\BVL\/EII\f(LSJSRB RAMP, PARKING METER GREEN STREET METAL BENCH,TYP. J
GRANITE CURB, SEE CIVIL DRAWINGS CITY STANDARD METAL BIKE BACK PSTING PARKING SIGNAGE T H E ( :OVE
’ CITY STANDARD STAMPED CONCRETE PAVEMENT EiEiEEéEhjSTDEFfROTECT EXISTING PRESERVE AND PROTECT EXISTING LIGHT POLE TO REMAIN
ADA ACCESSIBLE CURB RAMP, SEE CIVIL DRAWINGS
SCALE: 1" = 10'-0"
MATERIALS PLAN - STREETSCAPE 0 0ot 0 0 85 GREEN STREET
BT WORCESTER, MA
)
LAYOUT NOTES MATERIALS LEGEND
Sheet Name:
1. CONSULT ALL DRAWINGS AND SPECIFICATIONS FOR COORDINATION REQUIREMENTS BETWEEN ALL
TRADES PRIOR TO COMMENCING NEW CONSTRUCTION. SYMBOL DESCRIPTION MATE RIALS PLAN
2. CONTRACTOR SHALL VERIFY ALL CONDITIONS IN THE FIELD AND REPORT ANY AND ALL DISCREPANCIES TO -
THE ENGINEER. ANY ALTERATIONS TO THESE DRAWINGS MADE IN THE FIELD SHALL BE PROMPTLY
REPORTED BY THE CONTRACTOR TO THE LANDSCAPE ARCHITECT (LA) AND RECORDED ON RECORD CONCRETE STRE ETS CAP E
DRAWINGS. e LIGHT BROOM FINISH PERPEDICULAR TO PATH OF TRAVEL
3. CONTRACTOR SHALL NOTIFY THE LA OF ANY AND ALL CONFLICTS BETWEEN PROPOSED SITE WORK AND e SAW CUT CONTROL JOINTS
WORK OF ALL OTHER TRADES.
4. CONTRACTOR SHALL BE RESPONSIBLE FOR DAMAGE INSIDE AND OUTSIDE THE LIMIT OF WORK LINE DUE PERMEABLE UNIT PAVEMENT
TO CONTRACT OPERATIONS. CONTRACTOR SHALL RESTORE DAMAGED AREAS BEYOND CONTRACT LIMITS
TO THEIR ORIGINAL CONDITION AT NO ADDITIONAL COST TO THE OWNER.
5. THE CONTRACTOR SHALL CONTACT THE PROPER AUTHORITIES IN WRITING TO CONFIRM THE LOCATIONS — - - — | PROPERTYLINE
OF ALL EXISTING UTILITIES BEFORE COMMENCING WORK. ANY DAMAGE DUE TO THE FAILURE OF THE
CONTRACTOR TO CONTACT AUTHORITIES SHALL BE BORNE BY THE CONTRACTOR. THE CONTRACTOR I BENCH
SHALL REPAIR ANY DAMAGE INCURRED DURING CONSTRUCTION TO EXISTING UTILITIES SCHEDULED TO Proiect Number:
J .
REMAIN AT NO COST TO THE OWNER.
6. EXISTING STRUCTURES, IMPROVEMENTS, APPURTENANCES AND VEGETATION TO REMAIN SHALL BE e ADA PARKING SIGNAGE
PROTECTED FROM DAMAGE. ANY DAMAGE TO EXISTING SITE IMPROVEMENTS TO REMAIN SHALL BE 2 1 066 OO
REPAIRED AT NO COST TO THE OWNER. PA PLANTING AREA .
7. CONTRACTOR SHALL COMPLY WITH ALL REQUIREMENTS OF PERMITS AND LICENSES ISSUED BY
COGNIZANT FEDERAL, STATE, AND LOCAL AGENCIES.
8. CONTRACTOR SHALL COORDINATE ALL SITE UTILITY IMPROVEMENTS WITH CITY OFFICIALS. GC VERTICAL GRANITE CURBING (SEE CIVIL DRAWINGS) Issue Date:
9. MICHAEL D'ANGELO LANDSCAPE ARCHITECTURE LLC IS NOT RESPONSIBLE FOR THE ACCURACY OR
COMPLETENESS OF EXISTING CONDITIONS AND SURVEY INFORMATION. TGC TRANSITION GRANITE CURBING (SEE CIVIL DRAWINGS)
10.ALL LINES AND DIMENSIONS ARE PARALLEL OR PERPENDICULAR TO THE LINES FROM WHICH THEY ARE 1 2 1 7 2 ’]
MEASURED UNLESS OTHERWISE INDICATED. . .
11.ALL LINE AND GRADE WORK AS PER DRAWINGS AND SPECIFICATIONS SHALL BE LAID OUT BY A REGISTERED FGC FLUSH GRANITE CURBING (SEE CIVIL DRAWINGS)
CIVIL ENGINEER OR LAND SURVEYOR. ]
12.DIMENSIONS ARE APPROXIMATE BASED ON TAKE OFF FROM SURVEY. ACTUAL DIMENSIONS MAY VARY. Sheet Number:
NOTIFY THE OWNER'S REPRESENTATIVE AND LA IN THE EVENT OF DIMENSIONAL DISCREPANCIES.
13.CONTRACTOR TO STAKE OUT LAYOUT FOR APPROVAL PRIOR TO EXCAVATION.
14.CONTRACTOR SHALL PREPARE SAMPLE PANELS FOR EACH PAVING TYPE FOR APPROVAL OF N OT FO R CON STRU CTlO N
WORKMANSHIP, FINISHES, COLOR, AND JOINTING PRIOR TO FINAL INSTALLATION. SEE SPECIFICATIONS .
FOR FULL MOCK UP REQUIREMENTS.
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SCALE: 1" =10-0"

PLANTING NOTES:

1.
2.

9.

DURING CONSTRUCTION, PROTECT ALL EXISTING SITE FEATURES, STRUCTURES AND UTILITIES.
PLANTS SHALL BE TRUE TO SPECIES AND VARIETY SPECIFIED AND NURSERY GROWN [N
ACCORDANCE WITH THE AMERICAN STANDARD FOR NURSERY STOCK UNDER CLIMATIC
CONDITIONS SIMILAR TO THOSE IN THE LOCALITY OF THE PROJECT. SUBSTITUTIONS WILL BE
PERMITTED ONLY IF APPROVED BY THE LANDSCAPE ARCHITECT.

LANDSCAPE ARCHITECT APPROVAL IS REQUIRED BEFORE PLANT MATERIAL IS PURCHASED.
LANDSCAPE ARCHITECT RESERVES THE RIGHT TO SEE ALL MATERIAL IN PERSON AT THE
NURSERY. IF TRAVEL OUTSIDE OF MA IS REQUIRED, LANDSCAPE ARCHITECT'S TRAVEL COSTS
SHALL BE PAID FOR BY THE CONTRACTOR.

ALL EXPOSED BURLAP, WIRE BASKETS AND OTHER MATERIALS ATTACHED TO PLANTS SHALL BE
REMOVED PRIOR TO PLANTING. CARE SHALL BE TAKEN NOT TO DISTURB THE ROOT BALL OF

PLANTS.
THOROUGHLY WATER ALL PLANTS IMMEDIATELY AFTER PLANTING.

: WHERE DISCREPANCIES IN QUANTITIES OCCUR, DRAWINGS SUPERCEDE PLANT NOTES AND

SCHEDULE.
TRANSPLANTING SHALL BE DONE IN ACCORDANCE WITH THE AMERICAN STANDARD FOR

NURSERY STOCK.

. LOAM USED IN PLANT BEDS SHALL BE UNIFORM IN COMPOSITION, FREE FROM SUBSOIL,

STONES LARGER THAN 1”, NOXIOUS SEEDS AND SUITABLE FOR THE SUPPORT OF VEGETATIVE
GROWTH. THE pH VALUE SHALL BE BETWEEN 5.5 AND 6.5.

MULCH IN TREE AND SHRUB BEDS SHALL BE NATURAL, NATIVE HEMLOCK MULCH FREE OF
GROWTH OR GERMINATION INHIBITING INGREDIENTS. SUBMIT SAMPLES FOR APPROVAL.

10.LOCATIONS FOR PLANTS AND/OR OUTLINE OF AREAS TO BE PLANTED ARE TO BE STAKED OUT

AT THE SITE FOR APPROVAL BY THE LANDSCAPE ARCHITECT.

11. SOIL DEPTHS: a.) SHRUBS AND PERENNIAL BEDS: 18" MIN.; b.) GROUNDCOVER: 6" MIN.; c.)

TREES: SEE DETAIL; d.) SOD/SEED: 6"MIN.

12.PROVIDE A SUBSURFACE ROOTBALL ANCHOR BY PLATIPUS EARTH ANCHORS, SIZE FOR CALIPER

IRRIGATION NOTES:

1. IRRIGATION SHALL BE A DESIGN-BUILD INSTALLATION. CONTRACTOR SHALL SUBMIT SHOP
DRAWINGS FOR FINAL LAYOUT OF IRRIGATION SHOWING LOCATIONS AND SIZES OF MAIN LINES
AND LATERAL LINES, ZONES, RAIN AND SOIL SENSORS, AND CUT SHEETS FOR CONTROLLER
SYSTEM AND COMPONENTS. INCLUDE ANY NECESSARY SLEEVING.

2. IRRIGATION CONTRACTOR SHALL VERIFY PSI/GPM REQUIREMENTS AT THE SITE BEFORE

STARTING CONSTRUCTION.

TREES SHOULD BE ON A SEPARATE ZONE.

PROVIDE A REMOTE RAIN SENSOR ON A ROOF AREA THAT IS NOT OBSTRUCTED FROM THE

OPEN SKY.

COORDINATE WITH OWNER FOR POINT OF CONNECTION LOCATION.

COORDINATE WITH OWNER FOR IRRIGATION CONTROLLER LOCATION.

INSTALL DRIP TUBING, .6GPH, 12" CENTERS, STAKED EVERY TURN OR EVERY 4'

COORDINATE WITH OWNER FOR BACKFLOW PREVENTION LOCATION.

INSTALLER SHALL INSTALL LIGHTNING AND SURGE PROTECTION DEVICES THROUGHOUT SYSTEM

AS PER MANUFACTURER'S HIGHEST SPECIFICATION LEVELS.

10.INSTALLER SHALL ADHERE TO ALL MANUFACTURER'S SPECIFICATIONS RELATED TO CONTROL
SYSTEM INSTALLATION.

11.INSTALLER SHALL INSTALL MOISTURE SENSORS. CONTRACTOR SHALL INSTALL PER
MANUFACTURERS'S SPECIFICATIONS AND SHALL BE RESPONSIBLE TO PROGRAM RELATED
HYDROZONES TO RESPECTIVE SOIL MOISTURE SENSORS. PROVIDE ONE FOR EACH IRRIGATION
ZONE WITH AUTOMATIC SHUT-OFF ONCE MOISTURE REQUIREMENTS ARE MET.

12.PRIOR TO BID, CONTRACTOR TO VERIFY THAT ALL MATERIALS, INSTALLATION PARAMETERS,
AND OPERATIONS CONFORM TO ALL APPLICABLE CODES AND ORDINANCES. NO LATER THAN
FIVE DAYS BEFORE BID SUBMITTALS CONTRACTOR SHALL NOTIFY DESIGNER AND OWNER OF
ANY CHANGES REQUIRED DUE TO CURRENT CODE OR ORDINANCE DISCREPANCIES.

»w

LN,

PLANT SCHEDULE
symBoL| QTY.[LATIN NAME | coMMON NAME | size |NOTES
TREES
AA 2 | AMELANCHIER 'AUMTUMN BRILLIANCE' | SHADBUSH SERVICEBERRY | 7-8' HT. B&B, MULTI-STEM, SPECIMEN
BN 2 | BETULA NIGRA 'DURA HEAT' RIVERBIRCH 4"-4.5" CAL.| B&B, MULTI-STEM
UA 8 | ULMUS AMERICANA 'PRINCETON' PRINCETON ELM 4"-4.5" CAL.| B&B, 6' CLEAR BRANCHING
SHRUBS

ILEX GLABRA 'SHAMROCK' SHAMROCK INKBERRY 3'-3.5' TALL [ 36" O.C. B&B

@ TAXUS X MEDIA "HICKSII' HICKS YEW 4.5'-5' TALL [24" 0.C.; 3 GALLON

ORNAMENTAL GRASSES & PERENNIALS

CALAMAGROSTIS X A. 'KARL FOERSTER' | FEATHER REED GRASS 2 GAL 24" 0.C. CONTAINER

PENNISETUM A. 'HAMELN'

HAMELN FOUNTAIN GRASS

2 GAL

24" 0.C. CONTAINER

ASTILBE CHINENSIS 'PURPURKERZE' PURPLE CANDLE 1 GAL 18" O.C.; CONTAINER
ECHINACEA PURPUREA PURPLE CONEFLOWER 1 GAL 18" O.C. CONTAINER
LEUCANTHEMUM 'BECKY' BECKY DAISY 1 GAL 18" O.C. CONTAINER
NEPETA 'WALKER'S LOW! WALKER'S LOW CATMINT _ |1 GAL 18" O.C. CONTAINER
GERANIUM 'ROZANNE' ROZANNE CRANESBILL 1 GAL 18" O.C. CONTAINER
LIRIOPE SPICATA CREEPING LIRIOPE 1 GAL 15" O.C. CONTAINER

NOT FOR CONSTRUCTION
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SCALE: NTS

2

3

WELDED BASE PLATE BY MANUFACTURER

METAL LOUVERED SCREEN

b A . oo CONCRETE PAVING, =
0b- pprovat ype: 49" SEE DETAILS
V4
p Rear Mount MR16 Flood MODEL FL1 ’| TREE ANGLE STOCK
12V 50W Max., MR16 Halogen N— GRATE ——— PERIMETER FRAME
[
LIGHTING 12V 7.5W, 12/24V 6W, or 12V 10W LED 5 —— CONCRETE SLAB
Specifications e
Body 14 standard colors. On aluminum model, finish is applied Soraa™ MR 16 LED lamp with specially engineered heat S ‘ .
Machined 6061-T6 aluminum, C36000 brass, or 304 over a corrosion resistant, hexavalent chromium free, sink mount to ensure proper heat transfer to body. Note: <Z( TYP #3 REBAR Z
stainless steel body with 18-8 stainless steel hardware. RoHS compliant coating. Aluminum model available in Retrofit LED will overheat without supplied heat sink < TREE GRATE S
K Kl one additional metal finish: Clear Anodized. Brass model mount. > E M B E D M E NT -
nuckle available in three additional metal finishes: Natural, PP © " O
Machined 6061-T6 aluminum, C36000 brass, or 304 Polished, and Aged. Stainless steel model available in three C(e;;lﬁcaf;o; ertified to US and Canadian safe © 1" DEPTH MULCH LAYER TO ANCHOR 67 TYP
stainless steel mounting knuckle with a 1/2” NPS threaded  ,4ditions A finiches: Natirs . ., - -3A tested & certified to Us and Canadian safety 4 OVERALL LENGTH "
additional metal finishes: Natural, Polished, and Brushed. standards for the foll y 1 . I " 6 M | N
male fitting allows a full range of mounting positions. standards ot the following applications: _ ’| FILL EXTENT OF PIT LEAVING 3 .
Double taper design (U.S. Patent #6,966,679) allows Socket Wet location landscape use (UL1838): o o~ VERTICAL GRANITE CU RB, BETWEEN MULCH AND ROOT
fixture to hold position during aiming and ensures a solid GY-6.35 porcelain socket with 600V, 250°C, PTFE coated EHQ B ggg Q’I/lax. ]I:/I/IIE:E ga:ogen :amp. Qlj SEE CIVIL DRAWINGS
lock when tightened. Integral high temperature silicone 18 ga leads. <299 W X alogen famp. FLARE; SEE SPECIFICATIONS
O-ring prevents leaking between housing and knuckle. L FLIS - 20W Max. MR16 Halogen lamp. ’ GRATE FRAME AT CONCRETE (NTS)
Integral LED models have a molded silicone wire seal to ]e_ns ed. clear ] Lo ith a hiet “;S;‘lloziau;(l)l\;/ﬂ:\l/i mo;l;;{t;sﬁc l('lU]lulsggl):
o . . ai . . empered, clear lens, secured cap with a high - viax. alogen lamp. — .
2:)eti\oe:t(l\}.d$‘t,e;’::;}t/ ;;klr(l)l;:l;([)es /;v;;lf)sl: ?;);t;iﬁj;g;k temperature, UV curing, silicone adhesive. FL1B - 20W Max. MR16 Halogen lamp. EK/TI?ILI\I{%\ISSEE P LANTl N G M E DlA, S E E S P ECS AN G LE STOCK
full 360° horizontal aiming and locking. Lamps FL1S - _ZOW M_ax' MR16 Halogen lamp. WALKWAY SE E DETAl LS
P L . Wet location ceiling mount use (UL1598): 4 GRATE - PER|METER FRAME
Cap MR16 Halogen: 12V bi-pin up to SOW (maximum FL1A - 20W Max. MR16 Halogen lamp.
Machined cap locks in place with one 18-8 stainless steel g1"‘:,’;‘:"“‘f‘”"‘"}"‘gci‘,’cf’f“d* on model and application. See FLIB - 20W Max. MR16 Halogen lamp. —— ' _ ' — PAVER
set screw, and is sealed to the body with a high temperature ertification heading). FL1S - 20W Max. MR16 Halogen lamp. AN o T
silicone O-ring. Round C2 & C4 caps have drain holes Integral LED: 12-24V AC/DC 6W (400Im) or 12V AC X L e CAST IRON TREE G RATE' 7 N O @ 0o SETTING BED
for water drainage from top of lens. Square caps feature DC 10W (700lm) LED options include integral driver LUIJ (‘).pfmn:s can be used in all models and SEE SPECS ,/ 7 vl 0@0 q CONT FLAT BAR
removable and field interchangeable cutoffs with “flow- with High/Low switch for 35W/20W (6W) or SOW/35W applications. Sﬁ { ) YO _©° G -
through’ design for 360° drainage with no light leak. ‘Flush ~ (10W) halogen equivalent outputs. LED Modules are All ratings subject to change without notice. See website or - / ) TYP #3 REBAR 3
Lens’ cap styles incorporate a stepped lens to reduce the field replaceable and feature replaceable lenses, an L70 contact V3 for most current info. <t -
collection of water and debris on the lens. > 60,000 hrs., dynamic transformer recognition, phase - E M BED M E NT AN CH O R %
™ - N
. dimming (see Transformer and Dimmer Compatibility PAVER BAN D, SEE DETAILS 6" TYP OVE RALL LEN GTH N
Finish ] ] ] List), and patented LEDSense® thermal management. 6" MIN
TGIC thermo set polyester powder coat paint available in Retrofit MR16 LED: 12V 7.5W (6001m) bi-pin retrofit / CONCRETE SLAB
Round Square
(available only with model /\/
P and LED lamp options) GRATE FRAME AT PAVERS (NTS)
PLAN VIEW 2ECTION
SCALE: 1"=1-0"
C1 Caps C2 Caps C4 Caps
shown w/ shown w/ shown w/ shown w/ shown w/ shown w/ shown w/ |
sp’s K2 Knuckle K1 Knuckle K2 Knuckle K1 Knuckle K2 Knuckle K1 Knuckle K2 Knuckle K1 Knuckle v 6'0.C. MAX v
C us
Ordering Information
1 T I_I I_l I_I '_I I_| T l_l I_I T I_I T I_I T ]
Model Knuckle Lens Accy ¢ Filter ® Louver® ¢
FL1A - Aluminum RNDShRape 5 sing dCLap Sl k. Siangard” 0-None  0-None FA-Green 0-None H H : : : : H H H H H — HSS 2X4
FL1S - Stainless ' q C2- Regress Lens L2-Linear  F2-Blug F6-Pink
Finish - Lamp L3-Softening F3-Light F7-Mercury T T T T T T T T T T T / T "
Powder Cat iishes CAL - Reres L0 ntegral LED (UUOK. 80 CRI Bue o : : : : : : : : : : : ¢ : HS5 4xaXy” POST
BUT-Tocured Bk BL-Back GRSl e et ton 12 E— e —————— H
BNT-Textured Bronze BN-Bronze  C4 45" Angled M7-6W,21°  142-10W, 21° Notes:
BAT - Textured Bark  WI- White C4L - 45° Angled, Long 118-6W,41°  143-10W, 41° 1.5Q shape available with model FL1A and LED lamps only T T T T T T T T T T T T
GRT-Textured Green SI-Siver ~ Fushlens: MR16 Halogen: "2 2 Allowable watage depends on model and appiication. See ; ; : : : . . . - - - -
GNT - Textured Granite GY - Grey C1F -Flush 0 - None 05 - FMW, 35W, 40° Certification heading above. ; ; ; ; ; ; ; ; ; ; ; ;
SAT-Textured Sand  BE - Beige C2F - Regress Lens 01-ESX, 20W, 12° 09 - EXT, 50W, 13° 3.K1 knuckle is protected under U.S. Patent #6,966,679. K2 knuckle
PAT - Textured Patina C2LF -RegressLens,Long  02-BAB, 20W. 40° 10-EXZ, 50W, 26° is further protected under U.S. Patent #7,108,405 & #7,458,552. : : : : : : : : : : : Vi - HORIZONTAL LOUVER PANEL;
EAT - Textured Earth C3F - Regress Lamp 03-FRB, 35W,12° 11 EXN, 50W, 40° 4.0nly power LED lamp options with approved transformers (contact I I I I : E E : ! ! . > 3 "AMETCO - SHADOW 80"
Metal Finishes: CAF - 45° Angled 04-FRA, 35W,23°  12-FNV, 50W, 60° V3 for transformer compatibility info). T T T T T T T I I I I I
CLA - Clear Anodized (FL1A only) CALF -45° Angled, Long  Retrofit MR16 LED (3000K. 90 CRI): %7 5.LED lamp options available in other color temperatures and / or . . . . . . . . . . . .
NAT - Natural (FL1B & FL1S only) 155 - 7.5W, 10° CRI's (contact V3 for info).
POL - Polished (FL1B & FL1S only) 156 - 7.5W, 25° 6.0nly two lens accessories can be used with Integral LED. . . . . . . . . . . . .
AGE - Aged (FL1B only) 157-7.5W, 36° 7.Use only approved Retrofit MR16 LED lamps and supplied heat T T T T T T T T T T T T
BRU - Brushed (FL1S only) sink mount, otherwise LED may overheat. T T T T T T T I I I I I
8.Specifications, certfications, and ordering information are subject to : : : : : : : : : : : :
Example: FL1B - AGE - RND - C3 - K2 - 117 -0 - F2 - H1 change. Please check website for latest specification sheets.
©2002 - 2019 Vision3 Lighting® P.O. Box 607, Fowler, CA 93625 (559) 834-5749 (559) 834-4779 fax www.vision3lighting.com T T E T T T T T T T T T E T NOTE:
revision 6/26/19 © - - - - . . . I I : : : 1. CONTRACTOR TO PROVIDE FIELD VERIFIED SHOP
; ; ; ; ; : : : : : : : DRAWINGS PRIOR TO CONSTRUCTION.
: ; : : : : ; ; ; ; ; ; 2. ALL STEEL TO BE HOT-DIPPED GALVANIZED. SEAL ALL
T : : : : : : : ; ; ; . GALVANIZATION VENT AND DRAIN HOLES PRIOR TO
TREE UPLIGHT — ———————— H DELIVERY.
H H H H H H H H H H H H 3. POLYESTER POWDERCOAT BY MANUFACTURER.
: : : : : : : : : : : : COLOR TO BE SELECTED DURING SHOP DRAWINGS AND
. . . . . . . . . . . . MATCH HORIZONTAL LOUVER COLOR.
: : : : : : : : : : : : 4. MANUFACTURER TO PROVIDE ALL COMPONENTS
T T IR, T T T T T T T T T o uﬁmﬁ‘ T ATTACHMENT BY MANUFEACTURER
€ HSS 2X4

SCALE: 1"=1'-0"

CITY STANDARD BIKE RACK

A P|AYCORE comoany

Bike Hitch

/N

75"

Submittal Sheet

CAPACITY 2 Bikes
MATERIALS Centerbeam: 2” schedule 40 pipe (2.375” OD)
Ring: 1.5” OD 11 gauge tube
FINISHES [] Galvanized
An after fabrication hot dipped galvanized finish is our
standard option.
Powder Coat
— Our powder coat finish assures a high level of adhesion and
durability by following these steps:
1. Sandblast
2. Epoxy primer electrostatically applied
3. Final thick TGIC polyester powder coat
[] PVCDip
~  Black PVC
[] Stainless
Stainless Steel: 304 grade stainless steel material finished in
either a high polished shine or a satin finish.
MOUNT Surface
OPTIONS Foot Mount has a 5” x 6” x .25” foot with four anchors per

foot. Specify foot mount for this option. Tamper-resistant
fasteners available upon request

In-Ground
In-ground mount is embedded into concrete base. Specify
in-ground mount for this option

IN-GROUND MOUNT SURFACE MOUNT

127

N |

LWLO_T"J

_

7N\

[ (or standard 4”
sidewalk slab)

SCALE: NTS
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MATERIALS LEGEND Consultant:

SYMBOL DESCRIPTION

IPE DECKING

SYNTHETIC TURF

PEDESTAL PAVERS PAVERS

N LIGHT FIXTURE (SEE LIGHTING PLAN) Revision:
PA PLANTING AREA
E EE|mEENE TN =0 =N B BEE EONENON &§0 & || EE O EE N | | EEONENEE EEOIE
1. CONSULT ALL DRAWINGS AND SPECIFICATIONS FOR COORDINATION REQUIREMENTS BETWEEN ALL TRADES PRIOR
- TO COMMENCING NEW CONSTRUCTION.
2. CONTRACTOR SHALL VERIFY ALL CONDITIONS IN THE FIELD AND REPORT ANY AND ALL DISCREPANCIES TO THE
ENGINEER. ANY ALTERATIONS TO THESE DRAWINGS MADE IN THE FIELD SHALL BE PROMPTLY REPORTED BY THE
CONTRACTOR TO THE LANDSCAPE ARCHITECT (LA) AND RECORDED ON RECORD DRAWINGS.
3. CONTRACTOR SHALL NOTIFY THE LA OF ANY AND ALL CONFLICTS BETWEEN PROPOSED SITE WORK AND WORK OF
ALL OTHER TRADES. ,
4. CONTRACTOR SHALL BE RESPONSIBLE FOR DAMAGE INSIDE AND OUTSIDE THE LIMIT OF WORK LINE DUE TO Architect of Record:
EDGE CURBING AND GUARDRAIL, CONTRACT OPERATIONS. CONTRACTOR SHALL RESTORE DAMAGED AREAS BEYOND CONTRACT LIMITS TO THEIR
PRECAST PAVERS ON PEDESTAL, TYP. ” SEE ARCHITECTS DRAWINGS
ORIGINAL CONDITION AT NO ADDITIONAL COST TO THE OWNER.
5. THE CONTRACTOR SHALL CONTACT THE PROPER AUTHORITIES IN WRITING TO CONFIRM THE LOCATIONS OF ALL
== RESIDENTIAL EXISTING UTILITIES BEFORE COMMENCING WORK. ANY DAMAGE DUE TO THE FAILURE OF THE CONTRACTOR TO
RESIDENTIAL AMENITY ~_| APARTMENT CONTACT AUTHORITIES SHALL BE BORNE BY THE CONTRACTOR. THE CONTRACTOR SHALL REPAIR ANY DAMAGE
ROOM ENTRANCE LINEAR UNDERLIT WOOD SEAT TOP, TYP. INCURRED DURING CONSTRUCTION TO EXISTING UTILITIES SCHEDULED TO REMAIN AT NO COST TO THE OWNER. iy,
oA . 6. EXISTING STRUCTURES, IMPROVEMENTS, APPURTENANCES AND VEGETATION TO REMAIN SHALL BE PROTECTED R
@ 36" HT. ALUMINUM PLANTER, TYP FROM DAMAGE. ANY DAMAGE TO EXISTING SITE IMPROVEMENTS TO REMAIN SHALL BE REPAIRED AT NO COST TO S ‘
PRIVATE TENANT PATIOS, THE OWNER.
WOOD DECKING ON PEDESTALS, TYP. @ 7. CONTRACTOR SHALL COMPLY WITH ALL REQUIREMENTS OF PERMITS AND LICENSES ISSUED BY COGNIZANT FEDERAL, :
1] oA PRECAST PAVERS ON PEDESTALS) ; Y
; FIRE TABLE. 2 TOTAL 8. CONTRACTOR SHALL COORDINATE ALL SITE UTILITY IMPROVEMENTS WITH CITY OFFICIALS. AT I =c
187 HT. ALUMINUM PLANTERS ' 9. MICHAEL D'ANGELO LANDSCAPE ARCHITECTURE LLC IS NOT RESPONSIBLE FOR THE ACCURACY OR COMPLETENESS %, S0, 4@ S
OF EXISTING CONDITIONS AND SURVEY INFORMATION. 10 LANDSOR S
PA STEEL FRAME PRIVACY SCREEN WITH 10.ALL LINES AND DIMENSIONS ARE PARALLEL OR PERPENDICULAR TO THE LINES FROM WHICH THEY ARE MEASURED Srpan
ANGLED WOOD LOUVERS, TYP UNLESS OTHERWISE INDICATED.
A 11.ALL LINE AND GRADE WORK AS PER DRAWINGS AND SPECIFICATIONS SHALL BE LAID OUT BY A REGISTERED CIVIL
ENGINEER OR LAND SURVEYOR.
12.DIMENSIONS ARE APPROXIMATE BASED ON TAKE OFF FROM SURVEY. ACTUAL DIMENSIONS MAY VARY. NOTIFY THE
— . 7 — OWNER'S REPRESENTATIVE AND LA IN THE EVENT OF DIMENSIONAL DISCREPANCIES.
SN T S T RESIDENTIAL 13.CONTRACTOR TO STAKE OUT LAYOUT FOR APPROVAL PRIOR TO EXCAVATION.
LU e T ST T APARTMENT 14.CONTRACTOR SHALL PREPARE SAMPLE PANELS FOR EACH PAVING TYPE FOR APPROVAL OF WORKMANSHIP,
CATENARY LIGHTING WITH —~ N L S = SRR D _
CATENARY LIGHTING WITH OV R e FINISHES, COLOR, AND JOINTING PRIOR TO FINAL INSTALLATION. SEE SPECIFICATIONS FOR FULL MOCK UP rawn:
AND POSTS \ o AR ST 18" HT. ALUMINUM PLANTERS REQUIREMENTS.
N N . D DE EDESTALS, TYP. :
18" HT. ALUMINUM PLANTERS g p _4 NG T S WOOD DECKING ON PEDESTALS, TYP Checked:
OUTDOOR KITCHEN a b N Lo @@
(COUNTER WITH TWO GRILLS, GRANITE N - T N R Scale: AS NOTED
COUNTER TOP, IPE FACE AND CABINETRY) S S NG SR
BLACK STEEL FRAMED PERGOLA e e T T BOCCE COURT Key Plan:
A OOD INFILL <~ 7 S (SYNTHETIC TURF WITH PRECAST CURBING)
N O T PA
RESIDENTIAL AMENITY B N e / 0 e SYNTHETIC TURF ON PEDESTALS
ROOM ENTRANCE T UNG A ' . |
BAR-HEIGHT SERVING COUNTER alaiaiala AN e
(GRANITE COUNTERTOP, WOOD o T N S L
FACE AND CABINETRY) S / SR \ L S
HORIZONTAL SLAT IPE SCREEN WALL / o \ EEZ'RDTE“'E\IATL
WITH TELEVISIONS (BOTH SIDES) A
36" HT. ALUMINUM PLANTER L e Lo s Ej@
PA R LT &
WOOD DECKING ON PEDESTALS ST T e e e ST
18" HT. ALUMINUM PLANTER B R R PA : :
S T R P Project Name:
O | THE COVE
RESIDENTIAL - —— @Q
APARTMENT oA @
STEEL FRAME PRIVACY SCREEN PA PA @ PA |[PA DQ
WITH ANGLED WOOD LOUVERS, TYP. oA Egilé)TEl\;ImTL WORCESTER, MA
PRIVATE TENANT PATIOS
(PRECAST PAVERS ON PEDESTALS) Sheet Name:
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PLANT SCHEDULE
symBoL | aty. [LATIN NAME [ comMON NAME [ sizE [NOTES
TREES
BN 6 BETULA NIGRA 'HERITAGE' RIVER BIRCH 10'-12" HT. B&B, MULTI-STEM, SPECIMEN
CA 3 CORNUS ALTERNIFOLIA PAGODA DOGWOOD 10'-12" HT. B&B, MULTI-STEM, SPECIMEN
SHRUBS
ILEX GLABRA 'SHAMROCK' SHAMROCK INKBERRY 3'-3.5' TALL 36" 0.C. B&B
TAXUS X MEDIA 'HICKSII' HICKS YEW 4.5'5' TALL 24" 0.C.; 3 GALLON
ORNAMENTAL GRASSES & PERENNIALS
CALAMAGROSTIS X A. 'KARL FOERSTER' | FEATHER REED GRASS 2 GAL 24" 0.C. CONTAINER
PENNISETUM A. 'HAMELN' HAMELN FOUNTAIN GRASS 2 GAL 24" 0.C. CONTAINER
ASTILBE CHINENSIS 'PURPURKERZE' PURPLE CANDLE 1GAL 18" 0.C.; CONTAINER
ECHINACEA PURPUREA PURPLE CONEFLOWER 1 GAL 18" 0.C. CONTAINER
LEUCANTHEMUM 'BECKY' BECKY DAISY 1 GAL 18" 0.C. CONTAINER
NEPETA 'WALKER'S LOW' WALKER'S LOW CATMINT 1 GAL 18" 0.C. CONTAINER
GERANIUM 'ROZANNE' ROZANNE CRANESBILL 1 GAL 18" 0.C. CONTAINER
LIRIOPE SPICATA CREEPING LIRIOPE 1 GAL 15" 0.C. CONTAINER

EDGE CURBING AND GUARDRAIL,
SEE ARCHITECTS DRAWINGS
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PLANTING PLAN - 3RD FLOOR AMENITY TERRACE

SCALE: 1/8"=1'-0"

PLANTING NOTES:

DURING CONSTRUCTION, PROTECT ALL EXISTING SITE FEATURES, STRUCTURES AND
UTILITIES.

. PLANTS SHALL BE TRUE TO SPECIES AND VARIETY SPECIFIED AND NURSERY GROWN IN

ACCORDANCE WITH THE AMERICAN STANDARD FOR NURSERY STOCK UNDER CLIMATIC
CONDITIONS SIMILAR TO THOSE IN THE LOCALITY OF THE PROJECT. SUBSTITUTIONS
WILL BE PERMITTED ONLY IF APPROVED BY THE LANDSCAPE ARCHITECT.

. LANDSCAPE ARCHITECT APPROVAL IS REQUIRED BEFORE PLANT MATERIAL IS

PURCHASED. LANDSCAPE ARCHITECT RESERVES THE RIGHT TO SEE ALL MATERIAL IN
PERSON AT THE NURSERY. IF TRAVEL OUTSIDE OF MA IS REQUIRED, LANDSCAPE
ARCHITECT'S TRAVEL COSTS SHALL BE PAID FOR BY THE CONTRACTOR.

. ALL EXPOSED BURLAP, WIRE BASKETS AND OTHER MATERIALS ATTACHED TO PLANTS

SHALL BE REMOVED PRIOR TO PLANTING. CARE SHALL BE TAKEN NOT TO DISTURB THE
ROOT BALL OF PLANTS.

THOROUGHLY WATER ALL PLANTS IMMEDIATELY AFTER PLANTING.

WHERE DISCREPANCIES IN QUANTITIES OCCUR, DRAWINGS SUPERCEDE PLANT NOTES
AND SCHEDULE.

. TRANSPLANTING SHALL BE DONE IN ACCORDANCE WITH THE AMERICAN STANDARD

FOR NURSERY STOCK.

LOAM USED IN PLANT BEDS SHALL BE UNIFORM IN COMPOSITION, FREE FROM SUBSOIL,
STONES LARGER THAN 1”, NOXIOUS SEEDS AND SUITABLE FOR THE SUPPORT OF
VEGETATIVE GROWTH. THE pH VALUE SHALL BE BETWEEN 5.5 AND 6.5.

MULCH IN TREE AND SHRUB BEDS SHALL BE NATURAL, NATIVE HEMLOCK MULCH FREE
OF GROWTH OR GERMINATION INHIBITING INGREDIENTS. SUBMIT SAMPLES FOR
APPROVAL.

10.LOCATIONS FOR PLANTS AND/OR OUTLINE OF AREAS TO BE PLANTED ARE TO BE STAKED

OUT AT THE SITE FOR APPROVAL BY THE LANDSCAPE ARCHITECT.

11. SOIL DEPTHS: a.) SHRUBS AND PERENNIAL BEDS: 18" MIN.; b.) GROUNDCOVER: 6" MIN.;

c.) TREES: SEE DETAIL; d.) SOD/SEED: 6"MIN.

12.PROVIDE A SUBSURFACE ROOTBALL ANCHOR BY PLATIPUS EARTH ANCHORS, SIZE FOR

CALIPER

IRRIGATION NOTES:

1.

W

DLoo~NO W

CONTRACTOR SHALL SUBMIT SHOP DRAWINGS FOR FINAL LAYOUT OF IRRIGATION
SHOWING LOCATIONS AND SIZES OF MAIN LINES AND LATERAL LINES, ZONES, RAIN AND
SOIL SENSORS, AND CUT SHEETS FOR CONTROLLER SYSTEM AND COMPONENTS.
INCLUDE ANY NECESSARY SLEEVING.

IRRIGATION CONTRACTOR SHALL VERIFY PSI/GPM REQUIREMENTS AT THE SITE BEFORE
STARTING CONSTRUCTION.

TREES SHOULD BE ON A SEPARATE ZONE.

PROVIDE A REMOTE RAIN SENSOR ON A ROOF AREA THAT IS NOT OBSTRUCTED FROM
THE OPEN SKY.

COORDINATE WITH OWNER FOR POINT OF CONNECTION LOCATION.

COORDINATE WITH OWNER FOR IRRIGATION CONTROLLER LOCATION.

INSTALL DRIP TUBING, .6GPH, 12" CENTERS, STAKED EVERY TURN OR EVERY 4'
COORDINATE WITH OWNER FOR BACKFLOW PREVENTION LOCATION.

INSTALLER SHALL INSTALL LIGHTNING AND SURGE PROTECTION DEVICES THROUGHOUT
SYSTEM AS PER MANUFACTURER'S HIGHEST SPECIFICATION LEVELS.

10.INSTALLER SHALL ADHERE TO ALL MANUFACTURER'S SPECIFICATIONS RELATED TO

CONTROL SYSTEM INSTALLATION.

11.INSTALLER SHALL INSTALL MOISTURE SENSORS. CONTRACTOR SHALL INSTALL PER

MANUFACTURERS'S SPECIFICATIONS AND SHALL BE RESPONSIBLE TO PROGRAM
RELATED HYDROZONES TO RESPECTIVE SOIL MOISTURE SENSORS. PROVIDE ONE FOR
EACH IRRIGATION ZONE WITH AUTOMATIC SHUT-OFF ONCE MOISTURE REQUIREMENTS
ARE MET.

12.PRIOR TO BID, CONTRACTOR TO VERIFY THAT ALL MATERIALS, INSTALLATION

PARAMETERS, AND OPERATIONS CONFORM TO ALL APPLICABLE CODES AND
ORDINANCES. NO LATER THAN FIVE DAYS BEFORE BID SUBMITTALS CONTRACTOR SHALL
NOTIFY DESIGNER AND OWNER OF ANY CHANGES REQUIRED DUE TO CURRENT CODE
OR ORDINANCE DISCREPANCIES.
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MATERIALS LEGEND

SYMBOL DESCRIPTION
IPE DECKING
PEDESTAL PAVERS PAVERS
PA PLANTING AREA

LAYOUT NOTES

1. CONSULT ALL DRAWINGS AND SPECIFICATIONS FOR COORDINATION REQUIREMENTS BETWEEN ALL TRADES PRIOR TO COMMENCING NEW

CONSTRUCTION.

2. CONTRACTOR SHALL VERIFY ALL CONDITIONS IN THE FIELD AND REPORT ANY AND ALL DISCREPANCIES TO THE ENGINEER. ANY ALTERATIONS TO
THESE DRAWINGS MADE IN THE FIELD SHALL BE PROMPTLY REPORTED BY THE CONTRACTOR TO THE LANDSCAPE ARCHITECT (LA) AND RECORDED

ON RECORD DRAWINGS.

3. CONTRACTOR SHALL NOTIFY THE LA OF ANY AND ALL CONFLICTS BETWEEN PROPOSED SITE WORK AND WORK OF ALL OTHER TRADES.
4. CONTRACTOR SHALL BE RESPONSIBLE FOR DAMAGE INSIDE AND OUTSIDE THE LIMIT OF WORK LINE DUE TO CONTRACT OPERATIONS.
CONTRACTOR SHALL RESTORE DAMAGED AREAS BEYOND CONTRACT LIMITS TO THEIR ORIGINAL CONDITION AT NO ADDITIONAL COST TO THE

OWNER.

5. THE CONTRACTOR SHALL CONTACT THE PROPER AUTHORITIES IN WRITING TO CONFIRM THE LOCATIONS OF ALL EXISTING UTILITIES BEFORE
COMMENCING WORK. ANY DAMAGE DUE TO THE FAILURE OF THE CONTRACTOR TO CONTACT AUTHORITIES SHALL BE BORNE BY THE
CONTRACTOR. THE CONTRACTOR SHALL REPAIR ANY DAMAGE INCURRED DURING CONSTRUCTION TO EXISTING UTILITIES SCHEDULED TO REMAIN

AT NO COST TO THE OWNER.

6. EXISTING STRUCTURES, IMPROVEMENTS, APPURTENANCES AND VEGETATION TO REMAIN SHALL BE PROTECTED FROM DAMAGE. ANY DAMAGE TO

EXISTING SITE IMPROVEMENTS TO REMAIN SHALL BE REPAIRED AT NO COST TO THE OWNER.
7. CONTRACTOR SHALL COMPLY WITH ALL REQUIREMENTS OF PERMITS AND LICENSES ISSUED BY COGNIZANT FEDERAL, STATE, AND LOCAL

AGENCIES.

8. CONTRACTOR SHALL COORDINATE ALL SITE UTILITY IMPROVEMENTS WITH CITY OFFICIALS.
9. MICHAEL D'ANGELO LANDSCAPE ARCHITECTURE LLC IS NOT RESPONSIBLE FOR THE ACCURACY OR COMPLETENESS OF EXISTING CONDITIONS AND

SURVEY INFORMATION.

10.ALL LINES AND DIMENSIONS ARE PARALLEL OR PERPENDICULAR TO THE LINES FROM WHICH THEY ARE MEASURED UNLESS OTHERWISE INDICATED.
11.ALL LINE AND GRADE WORK AS PER DRAWINGS AND SPECIFICATIONS SHALL BE LAID OUT BY A REGISTERED CIVIL ENGINEER OR LAND SURVEYOR.
12.DIMENSIONS ARE APPROXIMATE BASED ON TAKE OFF FROM SURVEY. ACTUAL DIMENSIONS MAY VARY. NOTIFY THE OWNER'S REPRESENTATIVE

AND LA IN THE EVENT OF DIMENSIONAL DISCREPANCIES.

13.CONTRACTOR TO STAKE OUT LAYOUT FOR APPROVAL PRIOR TO EXCAVATION.
14.CONTRACTOR SHALL PREPARE SAMPLE PANELS FOR EACH PAVING TYPE FOR APPROVAL OF WORKMANSHIP, FINISHES, COLOR, AND JOINTING

PRIOR TO FINAL INSTALLATION. SEE SPECIFICATIONS FOR FULL MOCK UP REQUIREMENTS.
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2 SCALE: 1/8"=1"-0"

PLANT SCHEDULE
SYMBOL | QTy. [ LATIN NAME [ coMMON NAME [size [NOTES
TREES
BN 6 BETULA NIGRA 'HERITAGE' RIVER BIRCH 10'-12' HT. B&B, MULTI-STEM, SPECIMEN
CA 3 CORNUS ALTERNIFOLIA PAGODA DOGWOOD 10-12" HT. B&B, MULTI-STEM, SPECIMEN
SHRUBS
ILEX GLABRA 'SHAMROCK' SHAMROCK INKBERRY 3'-3.5' TALL 36" 0.C. B&B
TAXUS X MEDIA 'HICKSII' HICKS YEW 4.5'-5' TALL 24" 0.C.; 3 GALLON
ORNAMENTAL GRASSES & PERENNIALS
CALAMAGROSTIS X A. 'KARL FOERSTER' | FEATHER REED GRASS 2 GAL 24" 0.C. CONTAINER
PENNISETUM A. 'HAMELN' HAMELN FOUNTAIN GRASS 2 GAL 24" 0.C. CONTAINER
ASTILBE CHINENSIS 'PURPURKERZE' PURPLE CANDLE 1GAL 18" 0.C.; CONTAINER

PURPLE CONEFLOWER 1 GAL 18" O.C. CONTAINER

ECHINACEA PURPUREA
1 GAL 18" O.C. CONTAINER

LEUCANTHEMUM 'BECKY" BECKY DAISY

NEPETA 'WALKER'S LOW' WALKER'S LOW CATMINT 1 GAL 18" O.C. CONTAINER
GERANIUM 'ROZANNE! ROZANNE CRANESBILL 1 GAL 18" O.C. CONTAINER
LIRIOPE SPICATA CREEPING LIRIOPE 1 GAL 15" O.C. CONTAINER

IRRIGATION NOTES:

1. IRRIGATION SHALL BE A DESIGN-BUILD INSTALLATION. CONTRACTOR SHALL SUBMIT SHOP DRAWINGS FOR FINAL LAYOUT OF IRRIGATION SHOWING
LOCATIONS AND SIZES OF MAIN LINES AND LATERAL LINES, ZONES, RAIN AND SOIL SENSORS, AND CUT SHEETS FOR CONTROLLER SYSTEM AND

COMPONENTS. INCLUDE ANY NECESSARY SLEEVING.
IRRIGATION CONTRACTOR SHALL VERIFY PSI/GPM REQUIREMENTS AT THE SITE BEFORE STARTING CONSTRUCTION.

TREES SHOULD BE ON A SEPARATE ZONE.

PROVIDE A REMOTE RAIN SENSOR ON A ROOF AREA THAT IS NOT OBSTRUCTED FROM THE OPEN SKY.

COORDINATE WITH OWNER FOR POINT OF CONNECTION LOCATION.

COORDINATE WITH OWNER FOR IRRIGATION CONTROLLER LOCATION.

INSTALL DRIP TUBING, .6GPH, 12" CENTERS, STAKED EVERY TURN OR EVERY 4'

COORDINATE WITH OWNER FOR BACKFLOW PREVENTION LOCATION.

. INSTALLER SHALL INSTALL LIGHTNING AND SURGE PROTECTION DEVICES THROUGHOUT SYSTEM AS PER MANUFACTURER'S HIGHEST SPECIFICATION LEVELS.

10.INSTALLER SHALL ADHERE TO ALL MANUFACTURER'S SPECIFICATIONS RELATED TO CONTROL SYSTEM INSTALLATION.

11.INSTALLER SHALL INSTALL MOISTURE SENSORS. CONTRACTOR SHALL INSTALL PER MANUFACTURERS'S SPECIFICATIONS AND SHALL BE RESPONSIBLE TO
PROGRAM RELATED HYDROZONES TO RESPECTIVE SOIL MOISTURE SENSORS. PROVIDE ONE FOR EACH IRRIGATION ZONE WITH AUTOMATIC SHUT-OFF ONCE
MOISTURE REQUIREMENTS ARE MET.

12.PRIOR TO BID, CONTRACTOR TO VERIFY THAT ALL MATERIALS, INSTALLATION PARAMETERS, AND OPERATIONS CONFORM TO ALL APPLICABLE CODES AND

ORDINANCES. NO LATER THAN FIVE DAYS BEFORE BID SUBMITTALS CONTRACTOR SHALL NOTIFY DESIGNER AND OWNER OF ANY CHANGES REQUIRED DUE

TO CURRENT CODE OR ORDINANCE DISCREPANCIES.

© 00NV AW N

PLANTING NOTES:

DURING CONSTRUCTION, PROTECT ALL EXISTING SITE FEATURES, STRUCTURES AND UTILITIES.

2. PLANTS SHALL BE TRUE TO SPECIES AND VARIETY SPECIFIED AND NURSERY GROWN IN
ACCORDANCE WITH THE AMERICAN STANDARD FOR NURSERY STOCK UNDER CLIMATIC
CONDITIONS SIMILAR TO THOSE IN THE LOCALITY OF THE PROJECT. SUBSTITUTIONS WILL BE
PERMITTED ONLY IF APPROVED BY THE LANDSCAPE ARCHITECT.

3. LANDSCAPE ARCHITECT APPROVAL IS REQUIRED BEFORE PLANT MATERIAL IS PURCHASED.
LANDSCAPE ARCHITECT RESERVES THE RIGHT TO SEE ALL MATERIAL IN PERSON AT THE NURSERY.
IF TRAVEL OUTSIDE OF MA IS REQUIRED, LANDSCAPE ARCHITECT'S TRAVEL COSTS SHALL BE PAID
FOR BY THE CONTRACTOR.

4. ALL EXPOSED BURLAP, WIRE BASKETS AND OTHER MATERIALS ATTACHED TO PLANTS SHALL BE
REMOVED PRIOR TO PLANTING. CARE SHALL BE TAKEN NOT TO DISTURB THE ROOT BALL OF
PLANTS.

5. THOROUGHLY WATER ALL PLANTS IMMEDIATELY AFTER PLANTING.

6. WHERE DISCREPANCIES IN QUANTITIES OCCUR, DRAWINGS SUPERCEDE PLANT NOTES AND

SCHEDULE.
7. TRANSPLANTING SHALL BE DONE IN ACCORDANCE WITH THE AMERICAN STANDARD FOR

NURSERY STOCK.
8. LOAM USED IN PLANT BEDS SHALL BE UNIFORM IN COMPOSITION, FREE FROM SUBSOIL, STONES
LARGER THAN 1”, NOXIOUS SEEDS AND SUITABLE FOR THE SUPPORT OF VEGETATIVE GROWTH.
THE pH VALUE SHALL BE BETWEEN 5.5 AND 6.5.
9. MULCH IN TREE AND SHRUB BEDS SHALL BE NATURAL, NATIVE HEMLOCK MULCH FREE OF
GROWTH OR GERMINATION INHIBITING INGREDIENTS. SUBMIT SAMPLES FOR APPROVAL.
10.LOCATIONS FOR PLANTS AND/OR OUTLINE OF AREAS TO BE PLANTED ARE TO BE STAKED OUT AT
THE SITE FOR APPROVAL BY THE LANDSCAPE ARCHITECT.
11. SOIL DEPTHS: a.) SHRUBS AND PERENNIAL BEDS: 18" MIN.; b.) GROUNDCOVER: 6" MIN.; c.)

TREES: SEE DETAIL; d.) SOD/SEED: 6"MIN.
12.PROVIDE A SUBSURFACE ROOTBALL ANCHOR BY PLATIPUS EARTH ANCHORS, SIZE FOR CALIPER
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PLANTING PLAN - ROOF LEVEL AMENITY TERRACE
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1 SCALE: 1/8"=1"-0"

MATERIALS LEGEND

LAYOUT NOTES

CONSULT ALL DRAWINGS AND SPECIFICATIONS FOR COORDINATION REQUIREMENTS BETWEEN ALL TRADES PRIOR TO COMMENCING NEW

CONSTRUCTION.
CONTRACTOR SHALL VERIFY ALL CONDITIONS IN THE FIELD AND REPORT ANY AND ALL DISCREPANCIES TO THE ENGINEER. ANY ALTERATIONS TO

1.

2.

THESE DRAWINGS MADE IN THE FIELD SHALL BE PROMPTLY REPORTED BY THE CONTRACTOR TO THE LANDSCAPE ARCHITECT (LA) AND RECORDED
ON RECORD DRAWINGS.

3. CONTRACTOR SHALL NOTIFY THE LA OF ANY AND ALL CONFLICTS BETWEEN PROPOSED SITE WORK AND WORK OF ALL OTHER TRADES.

4. CONTRACTOR SHALL BE RESPONSIBLE FOR DAMAGE INSIDE AND OUTSIDE THE LIMIT OF WORK LINE DUE TO CONTRACT OPERATIONS.
CONTRACTOR SHALL RESTORE DAMAGED AREAS BEYOND CONTRACT LIMITS TO THEIR ORIGINAL CONDITION AT NO ADDITIONAL COST TO THE

OWNER.

5. THE CONTRACTOR SHALL CONTACT THE PROPER AUTHORITIES IN WRITING TO CONFIRM THE LOCATIONS OF ALL EXISTING UTILITIES BEFORE
COMMENCING WORK. ANY DAMAGE DUE TO THE FAILURE OF THE CONTRACTOR TO CONTACT AUTHORITIES SHALL BE BORNE BY THE

SYMBOL DESCRIPTION
IPE DECKING
PEDESTAL PAVERS PAVERS
PA PLANTING AREA

CONTRACTOR. THE CONTRACTOR SHALL REPAIR ANY DAMAGE INCURRED DURING CONSTRUCTION TO EXISTING UTILITIES SCHEDULED TO REMAIN

AT NO COST TO THE OWNER.
EXISTING STRUCTURES, IMPROVEMENTS, APPURTENANCES AND VEGETATION TO REMAIN SHALL BE PROTECTED FROM DAMAGE. ANY DAMAGE TO

EXISTING SITE IMPROVEMENTS TO REMAIN SHALL BE REPAIRED AT NO COST TO THE OWNER.
7. CONTRACTOR SHALL COMPLY WITH ALL REQUIREMENTS OF PERMITS AND LICENSES ISSUED BY COGNIZANT FEDERAL, STATE, AND LOCAL

AGENCIES.
8. CONTRACTOR SHALL COORDINATE ALL SITE UTILITY IMPROVEMENTS WITH CITY OFFICIALS.
9. MICHAEL D'ANGELO LANDSCAPE ARCHITECTURE LLC IS NOT RESPONSIBLE FOR THE ACCURACY OR COMPLETENESS OF EXISTING CONDITIONS AND

SURVEY INFORMATION.
10.ALL LINES AND DIMENSIONS ARE PARALLEL OR PERPENDICULAR TO THE LINES FROM WHICH THEY ARE MEASURED UNLESS OTHERWISE INDICATED.
11.ALL LINE AND GRADE WORK AS PER DRAWINGS AND SPECIFICATIONS SHALL BE LAID OUT BY A REGISTERED CIVIL ENGINEER OR LAND SURVEYOR.
12.DIMENSIONS ARE APPROXIMATE BASED ON TAKE OFF FROM SURVEY. ACTUAL DIMENSIONS MAY VARY. NOTIFY THE OWNER'S REPRESENTATIVE

AND LA IN THE EVENT OF DIMENSIONAL DISCREPANCIES.

13.CONTRACTOR TO STAKE OUT LAYOUT FOR APPROVAL PRIOR TO EXCAVATION.
14.CONTRACTOR SHALL PREPARE SAMPLE PANELS FOR EACH PAVING TYPE FOR APPROVAL OF WORKMANSHIP, FINISHES, COLOR, AND JOINTING

PRIOR TO FINAL INSTALLATION. SEE SPECIFICATIONS FOR FULL MOCK UP REQUIREMENTS.
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PLANT SCHEDULE
SYMBOL | QTy. [ LATIN NAME [ comMON NAME [ size [NOTES
TREES
BN 6 BETULA NIGRA 'HERITAGE' RIVER BIRCH 10-12" HT. B&B, MULTI-STEM, SPECIMEN
CA 3 CORNUS ALTERNIFOLIA PAGODA DOGWOOD 10-12" HT. B&B, MULTI-STEM, SPECIMEN
SHRUBS
ILEX GLABRA 'SHAMROCK' SHAMROCK INKBERRY 3'-3.5' TALL 36" 0.C. B&B
TAXUS X MEDIA 'HICKSII' HICKS YEW 4.5'-5' TALL 24" 0.C.; 3 GALLON
ORNAMENTAL GRASSES & PERENNIALS
CALAMAGROSTIS X A. 'KARL FOERSTER' | FEATHER REED GRASS 2 GAL 24" 0.C. CONTAINER
PENNISETUM A. 'HAMELN! HAMELN FOUNTAIN GRASS 2 GAL 24" 0.C. CONTAINER
ASTILBE CHINENSIS 'PURPURKERZE' PURPLE CANDLE 1GAL 18" 0.C.; CONTAINER
ECHINACEA PURPUREA PURPLE CONEFLOWER 1 GAL 18" 0.C. CONTAINER
LEUCANTHEMUM 'BECKY' BECKY DAISY 1 GAL 18" 0.C. CONTAINER
NEPETA 'WALKER'S LOW!' WALKER'S LOW CATMINT 1 GAL 18" 0.C. CONTAINER
GERANIUM 'ROZANNE' ROZANNE CRANESBILL 1 GAL 18" 0.C. CONTAINER
LIRIOPE SPICATA CREEPING LIRIOPE 1 GAL 15" 0.C. CONTAINER

IRRIGATION NOTES:

IRRIGATION SHALL BE A DESIGN-BUILD INSTALLATION. CONTRACTOR SHALL SUBMIT SHOP DRAWINGS FOR FINAL LAYOUT OF IRRIGATION SHOWING
LOCATIONS AND SIZES OF MAIN LINES AND LATERAL LINES, ZONES, RAIN AND SOIL SENSORS, AND CUT SHEETS FOR CONTROLLER SYSTEM AND

COMPONENTS. INCLUDE ANY NECESSARY SLEEVING.
IRRIGATION CONTRACTOR SHALL VERIFY PSI/GPM REQUIREMENTS AT THE SITE BEFORE STARTING CONSTRUCTION.

TREES SHOULD BE ON A SEPARATE ZONE.

PROVIDE A REMOTE RAIN SENSOR ON A ROOF AREA THAT IS NOT OBSTRUCTED FROM THE OPEN SKY.
COORDINATE WITH OWNER FOR POINT OF CONNECTION LOCATION.

COORDINATE WITH OWNER FOR IRRIGATION CONTROLLER LOCATION.

INSTALL DRIP TUBING, .6GPH, 12" CENTERS, STAKED EVERY TURN OR EVERY 4'

COORDINATE WITH OWNER FOR BACKFLOW PREVENTION LOCATION.
. INSTALLER SHALL INSTALL LIGHTNING AND SURGE PROTECTION DEVICES THROUGHOUT SYSTEM AS PER MANUFACTURER'S HIGHEST SPECIFICATION LEVELS.

10.INSTALLER SHALL ADHERE TO ALL MANUFACTURER'S SPECIFICATIONS RELATED TO CONTROL SYSTEM INSTALLATION.

11.INSTALLER SHALL INSTALL MOISTURE SENSORS. CONTRACTOR SHALL INSTALL PER MANUFACTURERS'S SPECIFICATIONS AND SHALL BE RESPONSIBLE TO
PROGRAM RELATED HYDROZONES TO RESPECTIVE SOIL MOISTURE SENSORS. PROVIDE ONE FOR EACH IRRIGATION ZONE WITH AUTOMATIC SHUT-OFF ONCE
MOISTURE REQUIREMENTS ARE MET.

12.PRIOR TO BID, CONTRACTOR TO VERIFY THAT ALL MATERIALS, INSTALLATION PARAMETERS, AND OPERATIONS CONFORM TO ALL APPLICABLE CODES AND

ORDINANCES. NO LATER THAN FIVE DAYS BEFORE BID SUBMITTALS CONTRACTOR SHALL NOTIFY DESIGNER AND OWNER OF ANY CHANGES REQUIRED DUE

TO CURRENT CODE OR ORDINANCE DISCREPANCIES.

1.

© 00NV AW N

PLANTING NOTES:

DURING CONSTRUCTION, PROTECT ALL EXISTING SITE FEATURES, STRUCTURES AND UTILITIES.

2. PLANTS SHALL BE TRUE TO SPECIES AND VARIETY SPECIFIED AND NURSERY GROWN IN
ACCORDANCE WITH THE AMERICAN STANDARD FOR NURSERY STOCK UNDER CLIMATIC
CONDITIONS SIMILAR TO THOSE IN THE LOCALITY OF THE PROJECT. SUBSTITUTIONS WILL BE
PERMITTED ONLY IF APPROVED BY THE LANDSCAPE ARCHITECT.

3. LANDSCAPE ARCHITECT APPROVAL IS REQUIRED BEFORE PLANT MATERIAL IS PURCHASED.
LANDSCAPE ARCHITECT RESERVES THE RIGHT TO SEE ALL MATERIAL IN PERSON AT THE NURSERY.
IF TRAVEL OUTSIDE OF MA IS REQUIRED, LANDSCAPE ARCHITECT'S TRAVEL COSTS SHALL BE PAID
FOR BY THE CONTRACTOR.

4. ALL EXPOSED BURLAP, WIRE BASKETS AND OTHER MATERIALS ATTACHED TO PLANTS SHALL BE
REMOVED PRIOR TO PLANTING. CARE SHALL BE TAKEN NOT TO DISTURB THE ROOT BALL OF
PLANTS.

5. THOROUGHLY WATER ALL PLANTS IMMEDIATELY AFTER PLANTING.

6. WHERE DISCREPANCIES IN QUANTITIES OCCUR, DRAWINGS SUPERCEDE PLANT NOTES AND

SCHEDULE.
7. TRANSPLANTING SHALL BE DONE IN ACCORDANCE WITH THE AMERICAN STANDARD FOR

NURSERY STOCK.
8. LOAM USED IN PLANT BEDS SHALL BE UNIFORM IN COMPQOSITION, FREE FROM SUBSOIL, STONES
LARGER THAN 1”7, NOXIOUS SEEDS AND SUITABLE FOR THE SUPPORT OF VEGETATIVE GROWTH.
THE pH VALUE SHALL BE BETWEEN 5.5 AND 6.5.
9. MULCH IN TREE AND SHRUB BEDS SHALL BE NATURAL, NATIVE HEMLOCK MULCH FREE OF
GROWTH OR GERMINATION INHIBITING INGREDIENTS. SUBMIT SAMPLES FOR APPROVAL.
10.LOCATIONS FOR PLANTS AND/OR OUTLINE OF AREAS TO BE PLANTED ARE TO BE STAKED OUT AT
THE SITE FOR APPROVAL BY THE LANDSCAPE ARCHITECT.
11. SOIL DEPTHS: a.) SHRUBS AND PERENNIAL BEDS: 18" MIN.; b.) GROUNDCOVER: 6" MIN.; c.)

TREES: SEE DETAIL; d.) SOD/SEED: 6"MIN.
12.PROVIDE A SUBSURFACE ROOTBALL ANCHOR BY PLATIPUS EARTH ANCHORS, SIZE FOR CALIPER

[EEN
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